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Special Applications
X-MAS TREE GAUGE
• Accuracy ±1%
• Polished Stainless Steel Case
• Ranges to 10,000 psi
• Adjustable Micrometer Pointer

Marsh Instruments has been on top of X-mas Trees and well-heads longer than any other name. Marsh offers the
same high-performance gauge for replacement. Other gauge manufacturers can state X-mas Tree Gauge on their
products but only Marsh Instruments can offer you all the special features, and dependability, that you expect!
Features include a polished stainless steel case with stainless steel tube, tip, and socket, and an easy to adjust
micrometer pointer.
Marsh Instruments X-mas Tree gauges are designed for the oil patch, well heads and offshore oil platforms.

TYPE X-MAS TREE GAUGE
Size 41⁄2"
Case Material 304 Stainless Steel
Internals Stainless Steel
Mounting / Case Style LM
Connection 1⁄2" NPT
Scale Standard psi
0 to 1,000 psi W0574
0 to 1,500 psi W0578
0 to 2,000 psi W0582
0 to 3,000 psi W0586
0 to 5,000 psi W0590
0 to 10,000 psi W0594

STANDARD RANGES & PART NUMBERS
SPECIFICATIONS
ACCURACY  
ASME Grade A – ±1% 
(±1% of range across full scale)
CASE SIZES
41⁄2" diameter
CASE MATERIAL
304 Stainless Steel
CASE STYLE
LBM – Lower Mount
with blowout plug
TUBE & SOCKET
Stainless Steel
MOVEMENT
316 Stainless Steel
CONNECTION 
1⁄2" NPT
RANGES
1,000 to 10,000 psi
DIAL STANDARD
Single scale psi 
DIAL COLOR
Black markings on white
POINTER
Aluminum, black painted,
micro-adjustable.
WINDOW & RING
Acrylic window with bayonet ring
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Diaphragm Seals
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MODEL 13000 MINI /
ALL WELDED
DIAPHRAGM SEAL
The Model 13000 Mini Welded Seal is
designed for 2" to 31⁄2" bourdon tube
gauges with a minimum pressure of
100 psi. The maximum operating pres-
sure is 2000 psi at 100º F. Available
in all 316 SS or Hastelloy C process
housing and diaphragm.
FILLED & CALIBRATED TO GAUGES
ONLY.

MODEL 13040 ALL 
WELDED DIAPHRAGM
SEAL
The Model 13040 All Welded Seal is
designed for 2" to 41⁄2" bourdon tube
gauges with pressure ranges from
vacuum to 1000 psi. Available in all
316SS or Hastelloy C process hous-
ing and diaphragm, with threaded
connections. Optional flushing
connections also available. 

FILLED & CALIBRATED TO GAUGES
ONLY.

13000

UPPER
316SS
1⁄4" 22

DIAPHRAGM
316SS 1
Hastelloy C 2

FILL
No Fill 0
Glycerine G
Silicone S
Syltherm Y

LOWER
316SS
1⁄4" 22
1⁄2" 24
Hastelloy
1⁄4" 42
1⁄2" 44

DIAPHRAGM
316SS 1
Hastelloy C 2

FLUSH
CONNECTION
None 0
1⁄4" 2

FILL
No Fill 0
Glycerine G
Silicone S
Syltherm Y

LOWER
316SS
1⁄4" 22
1⁄2" 24
3⁄4" 26
1" 28
Hastelloy
1⁄4" 42
1⁄2" 44
3⁄4" 46
1" 48
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Diaphragm Seals

MODEL 14000 REMOV-
ABLE DIAPHRAGM SEAL
The Model 14000 Diaphragm Seal is a
clamped metal design featuring inter-
locking construction inside the bolt
circle for perfect alignment. The upper
and lower housings clamp the
diaphragm in place and allow for field
servicing. The 14000 is available in
threaded connections for pressures
from vacuum to 2500 psi. Fill/bleed
port screw in the upper is standard
and an optional flush connection is
available.  
FILLED & CALIBRATED TO GAUGES
ONLY.

MODEL 14040 WELDED
DIAPHRAGM SEAL
The Model 14040 Welded Diaphragm
Seal is a welded diaphragm-to-upper
design allowing the upper housing to
be removed with the instrument in
place without losing fill. The same
interlocking feature as the 14000 is
used to assure alignment of the upper
to the lower. Available in threaded
connections for pressures from vacu-
um to 2500 psi. Fill/bleed port screw
in the upper is standard and an option-
al flush connection is available.
FILLED & CALIBRATED TO GAUGES
ONLY 
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1⁄2" 14
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DIAPHRAGM
316SS 1
Hastelloy C 2
Tantalum 3

FLUSH CONNECTION
None 0
1⁄4" 2

FILL
No Fill 0
Glycerine G
Silicone S
Syltherm Y

LOWER
Steel
1⁄4" 12
1⁄2" 14
3⁄4" 16
1" 18
316SS
1⁄4" 22
1⁄2" 24
3⁄4" 26
1" 28

14000

BOLTS & NUTS
Steel 0
Stainless 1
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FLUSH CONNECTION
None 0
1⁄4" 2
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No Fill 0
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BOLTS & NUTS
Steel 0
Stainless 1




